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PHASING NOTES:

PROPOSED VIDEO TRAFFIC
DETECTION SYSTEM 1.0 PHASES ASSOCTATED BY A SCOLID LINE WILL NOT OPERATE CONCURRENTLY.

2.1 PHASES ASSOCTATED BY A DASHED L INE MAY OPERATE CONCURRENTLY.

RIGHT-OF-WAY

SEE INTERCONNECT
PLAN
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CONSTRUCTION DETAILS

A. INSTALL TEMPORARY POLE MOUNTED CABINET ON EXISTING POLE.

SPLICE EXISTING SIGNAL WIRES INTO POLE MOUNTED CABINET.

GENERAL NOTES
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B. INSTALL VIDEO DETECTION CAMERA. 1. DISCONNECT AND ABANDON EXISTING LOOP DETECTORS ON NORTHBOUND
C. INSTALL ELECTRICAL HANDHOLE. MD 2 AND MD 450.
D. INSTALL 2 IN. SCHEDULE 80 POLYVINYL CHLORIDE ELECTRICAL CONDUIT (TRENCHED). 2. THE iLOCﬁ'gON OF PROPOSED GEOMETRICS MUST BE CONFIRMED PRIOR TO THE RIGHT-OF-WAY
E. INSTALL 2 IN. SCHEDULE 80 POLYVINYL CHLORIDE ELECTRICAL CONDUIT (BORED). . g“fj@léﬁj e NEO(l)JiFPF\F;Q\IifEFMg[T;LEA%FEKZE@IS"ALLED 10 FINAL GRADE
F. VIDEO TRACKING DETECTOR FIELD FOR PRESENCE DETECTION. 4. ALL UNDERGROUND AND OVERHEAD UTILITIES SHOWN ON THESE ARE SCHEMATIC
G. EXISTING SIGNAL POLES TO REMAIN. ONLY AND MAY NOT BE COMPLETE. THE CONTRACTOR SHALL BE RESPONSIBLE
H. EXISTING ELECTRICAL HANDHOLE TO REMAIN. FOR NOTIFYING MISS UTILITY PRIOR TO THE CONSTRUCTION SO THAT ALL
J. ABANDON EXISTING LOOP DETECTORS. UTILITIES MAY BE LOCATED IN THE FIFLD. IF THE CONTRACTOR PERGCEIVES THAT
K. REMOVE EXISTING BASE MOUNTED CABINET AND CONTROLLER. A CONFLICT BETWEEN UTILITIES AND THE TRAFFIC SIGNAL WilL OCCUR, THE
_ ABANDON EXISTING ELECTRICAL HANDHOLE. 88EEEQC%T?AF;YSSEALEE!;%"[I\?DTHE PROJECT ENGINEER IMMEDIATELY SO THAT THE
P"j" EQFS’T&N(';:) SSQBBENT(EXESESN CONDUIT. 5. FOR EXACT LOCATION OF PAVEMENT MARKINGS, SEE PAVEMENT MARKING PLAN
O EXISTING PROBES TO REMAIN. 6. REMOVE EXISTING HANDHOLDS WHERE SHOWN ON THE PLAN.
5 EXISTING LOOP DETECTORS TO REMAIN. 7. CAP AND ABANDON EXISTING CONDUIT WHERE SHOWN ON THE PLAN.
Q. INSTALL 6'x 6' LOOP DFTECTOR (4 TURNS) ENCASED IN 14 " FLEXIBLE TUBING. BIGHT-OF_WAY
R. INSTALL 1" GALVANIZED STEEL ELECTRICAL CONDUIT (DETECTOR WIRE SLEEVE). REVISIONS APPROVALS F MARYLAND DOT - STATE HIGHWAY ADMINISTRATION
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